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Table 1 
Quarterly Groundwater Elevation Data 
Newell Street Area II Water Table Monitoring wells 

Groundwater Management Area 1 
General Electric Company - Pittsfield, Massachusetts 

Well 
Name 

Summer 20064 Fall 20065 Winter 2006/20076 Spring 20077 

Newell Street Area II 
GMA1-8 971.91 972.51 972.41 974.09 
GMA1-9 972.51 973.10 973.01 974.64 

GMA1-25 972.99 974.04 974.53 976.16 
GMA1-26 973.53 973.63 977.95 975.51 
GMA1-27 974.94 974.97 974.96 977.00 
GMA1-28 973.09 973.36 973.58 975.10 
MW-1S 974.85 973.35 973.34 975.13 

N2SC-07S NA8 972.84 NA9 NA10 

N2SC-09S11 972.95 973.50 973.94 975.53 
NS-1011 971.31 973.65 974.39 976.14 
NS-17 971.86 972.86 972.69 974.43 
NS-20 979.34 979.15 NA9 980.38 
NS-37 NM 972.58 NM 974.14 

Newell Street Area I 
MM-1 NM 976.19 NM 977.34 

Notes: 
1.	 The elevation shown is in feet above mean sea level. 
2.	 NM - Not Measured (semi-annual monitoring location). 
3.	 NA - Not Available 
4.	 The summer 2006 groundwater elevations were measured on July 11, 2006 
5.	 The fall 2006 groundwater elevations were measured on October 23 and 24, 2006. 
6.	 The winter 2006/2007 groundwater elevations were measured on January 24, 2007. 
7.	 The spring 2007 groundwater elevations were measured on April 23, 2007. 
8.	 During the summer 2006 monitoring round, well N2SC-07S was buried under gravel. 
9.	 During the winter 2007 monitoring round, well N2SC-07S could not be located, well NS-20 was iced over and could 

not be measured. 
10. During the spring 2007 monitoring event, well N2SC-07S was covered by rip/rap. 
11. Well elevations for wells N2SC-09S and NS-10 were adjusted based on re-surveying completed in May 2007. 
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Table 2 
Proposed Groundwater/NAPL Monitoring Program and Removal Criteria 
Newell Street Area II Water Table Monitoring wells 

Groundwater Management Area 1 
General Electric Company - Pittsfield, Massachusetts 

Proposed 
Well ID Monitoring 

Frequency 
GMA1-8 Semi-Annual 
GMA1-9 Semi-Annual 

GMA1-25 Semi-Annual 
GMA1-26 Semi-Annual 
GMA1-27 Semi-Annual 
GMA1-28 Semi-Annual 
MW-1S Quarterly 

N2SC-07S Semi-Annual 
N2SC-09S None 

NS-9 None 
NS-10 Quarterly 
NS-16 None 
NS-17 None 
NS-20 Semi-Annual 
NS-37 Semi-Annual 

Notes: 
1. The listed wells will utilize the proposed Standard Criteria for manual NAPL removal during routine monitoring of 

0.25 feet for LNAPL and 0.5 feet for DNAPL. 
2. 	 Any NAPL observed during the bailing round conducted prior to the spring and fall semi-annual monitoring events 

is manually removed. 
3. 	 No NAPL is manually removed from any wells during the spring and fall semi-annual monitoring events, provided 

that NAPL was removed during the bailing round. 
4. 	 No NAPL is manually removed from any wells during non-routine data collection activities. 
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